Calcutta Cricket & Football Club
19/1, Gurusaday Road, Kolkata - 700 019
Phones :2461-5060
2461-5204
E-mail : ccfecsecretary@ccfc1792.com
Website : www.ccfc1792.com
CIN : U92412WB2003NPL096325

CCFC/House/MCR/001/25-26 Date: 22.10.2025

TENDER NOTICE

Work:  Repair and renovation of the main Changing Rooms (for men) of CCFC

Sealed quotations are invited from reputed agencies for a turnkey project for the repair and
renovation of the Main Changing Rooms (for men) of CCFC for the purpose of making it
viable for regular use and to make / give it a premium look. The Bid shall constitute of a
Technical Bid and a Financial Bid and the process of selection of the Agency shall be guided
by the Terms & Conditions as per norms of the club.

A. Guidelines for the tender

a) A Soft copy of the 3D design is being provided to you. Though there has been some
alteration from the design as shown in the Dry Area, where now as per the new
attached layout plan, the location of basin counters, urinals and WC have been
relocated. Also, the number of basin counters and urinals have been increased by one
each, however during the progress of the work these additions maybe altered. The
rates will be adjusted on pro rata basis. While maintaining the look shown in the 3D,
the alterations need to be made as per the layout plan.

c) A Soft copy each of BOQ for Dry Area (Annexure |) and BOQ for Wet Area (Annexure
Il) are also provided to you with all detail specifications. Against each item in the BOQ,
the all-inclusive rate (without GST) needs to be mentioned and accordingly the total
amount at the bottom should be arrived at.

d) Initially the work for Dry Area will have to be started. Only on full completion of work
in the Dry Area, the Wet Area work will be allowed to be taken up. There is no
guarantee that the same agency will be given the work for both the areas, as the same
will depend on satisfactory and timely completion of work in Dry Area.
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B. Terms and Conditions for eligibility in the Technical Bid

a) The bidding agency should provide name of clienteles where they have successfully
completed other projects — both commercial and residential. These may be verified by
CCFC.

b) The bidding agency should not have been blacklisted by any of the
Departments/Organizations of the Government and no criminal case is pending
against the said agency on the date of submission of this bid.

c) The bidding agency should have PAN and GSTN.

e) The bidding agency shall completely and truly fill up Annexure — | and Annexure I
(attached) as a part of Technical Bid documents. Any rates missed out will not be
considered later.

f) All construction materials like sand, cement, stone chips, cement additives, wire mesh,
water- proofing materials including allied tools and materials, tiles etc. and labour,
shall be procured and supplied by the selected Agency and shall be part of the quoted
cost.

g) The air conditioning and ventilation in Dry and Wet Areas will be done by the club
through a different vendor in coordination with the Agency who finally does the work.

C. Procedure for submission of bids and related matters

a) The Bid should be submitted in a sealed envelope superscribed “Confidential /
Quotations for Repair and renovation of Main Changing Rooms of CCFC ", and
addressed to the Secretary, CCFC.

b) Inside the sealed envelope, there should be two separate sealed envelopes - one
inscribed “Technical Bid - Rate as per BOQ” and the other “Financial Bid Summary”
(Annexure A & B).

c) The Bid envelope containing the above two envelopes must be dropped in the Tender
Box placed in the Club Reception desk, latest by 5pm on 2" November 2025.
d) The timeline for the Tender process given in this notice may be referred.




Calcutta Cricket & Football Club
19/1, Gurusaday Road, Kolkata - 700 019
Phones : 2461-5060
2461-5204
E-mail : ccfcsecretary@ccfc1792.com
Website : www.ccfc1792.com
CIN : U92412WB2003NPL096325

D. Process of selection of the winner of the bid
a) Shortlisting of agencies will be made first on the basis of Technical Bid with quoted
rates in Annex | and Annex Il. The Financial Bid of the agency whose Technical Bid is

rejected or disqualified, shall not be opened.

b) Technical Bids of all the bidding agencies will be opened by the Tender Committee in
presence of all participating bidders as per schedule mentioned herein . The agencies,
whose Technical Bid will be found complete and valid by the Tender Committee, will
be called for making a physical Presentation of their detailed plan of execution of the
Work before the Tender Committee and Member-House, on a single designated day,
to be informed over phone and email.

c) The Presentation of each bidding agency will be evaluated by the Tender Committee.

F. Terms & Conditions for the selected Agency:

a. The bidder agency, winning the Tender, shall hereafter be called the '‘Agency’.

b. The Agency shall be responsible for execution of the Work on a turnkey basis as per
Terms and Conditions of this Tender Notice and Work Order.

& The Agency shall deposit caution amount cheque (without date), drawn in favour of

Calcutta Cricket and Football Club equivalent to 3% of the Tender Amount quoted by
the Agency in the Technical and Financial Bid on the day of receiving the Work Order,
as Performance Guarantee amount for the job.

d. In case the Agency fails to deliver at any stage, as per the Work Order, the contract is
liable to be cancelled after giving an opportunity of hearing. In such a case the
Performance Guarantee amount shall be forfeited.

e. If any insufficiency in performance is noted during the execution or after the
completion of the Work, the Agency shall be given an opportunity to rectify defects,
failing which the contract is liable to be cancelled and the agency will be black listed.

| All communication with the Agency shall be made by and addressed to the Member
House, during the ongoing Work.
g. Payments terms and conditions should be specifically mentioned in the financial bid.




G. Other Terms and Conditions
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a) All legal dispute, if any, will be enforceable within the jurisdiction of the Calcutta High

Court. No communication in this regard shall be entertained.

b) Any act on the part of the bidder agency to influence anybody for the outcome of the
bid, that may come to notice of this Club, may result in rejection of its bid offer. The
decision of the President on this matter shall be final.

) The decision of this Tender Committee with regard to selection of agency will be final

and binding. No communication in

Timeline for Tender process :

Pre-Bid meeting

Last date of filing of bid for the Tender
Opening of the Technical and financial bid

this regard shall be entertained from any bidder.

25.10.2025 12.00 PM

02.11.2025 5.00 PM
04.11.2025 6.00 P.M.

Presentation before the Tender Committee

if required (on prior appointment only)

06.11.2024  12.00 P.M.

Change in timeline, if any, will be intimated to the Agencies. In case, any holiday is declared by the
Government on the day of opening of the tender, the tender will be opened on the next working day at the same

time but the tender box will be sealed on the scheduled day and time.

Pre-bid Meeting

The bidder agencies should inspect the site for measurements and assessment of the Work and
may attend a pre-bid meeting on 25.10.2025 at 12.00 p.m. with the Member House at CCFC
office for any clarification regarding the Work. For any queries the prospective bidders may

contact Mr. Sajal Kuthial on mobile phone no +919123079930.
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CCFC DRY AREA UPGRADATION WORKS

BOQ
A e-01
Sr.no |Work Descripition Quantity Unit Rate Total Rate Remarks if any

CIVIL WORKS
Scraping and removing of existing wall tiles and floor tiles including existing toilet fixtures and
fitiings.
Removal of existing wash basin granite counter is also incuded in the scope.

1 |Removal of Existing false ceiling including channels and electrical lights are also incuded in the 1500 Sqft
scope.
small repair works like brickwork and plastering is also included in the scope.
all the debris will be cleared from the site area to outside where evel;dumping is allowed.
all the protections and coverings shall be done by the contarctor who will manage the site work.
FLOOR TILES/ITALIAN MARBLE STONE
Providing and laying premium italian vitrified fullbody floor tiles in 6x4 feet sizes along with
3mm spacer all around with water absorption’s less than 0.08% and conforming to IS : 15622 of
approved make in all colours and shades, laid on 40mm thick cement mortar 1:4 (1 cement : 4

2 |coarse sand) or cemical adhesive of high strength grade including provided and laying and 350 Sqft
removing making clean of tile protection layer of POP or 3mm sheet, grouting the joints with
matching pigments of epoxy etc., complete.
before installation of tiles on site samples of the approved tiles shall be displayed on site for
final confirmation and thereafter full required material can be procured to start the installation.
WALL TILES WORK WITH BASIC TILES BEHIND LOCKERS STORAGE
Providing and fixing vitrified/ceramic tiles in different sizes with water absorption's less than

3 0.08% and conforming to IS : 15622 of approved make in all colours and shades, fixing with 200 5qft
20mm thick cement mortar 1:4 (1 cement : 4 coarse sand) including provided and laying and
removing making clean of tile protection layer of POP or 3mm sheet, grouting the joints with
white cement and matching pigments etc., complete.
FALSE CEILING
Providing and fixing Suspended False Ceiling which includes POP with required thickness., False
Ceiling on 24 gauge G.I. frame work which includes Providing. & fixing G.I. perimeter channels
0.55 mm thk 20mmx30mm,web size 27mm along perimeter of ceiling, screw fixed to brick
wall/partition with nylon sleeves & screws @ approx 2'0" ¢/c. Suspending G.l. intermediate
channels size 45 mm,0.9 mm thk, flanges of size15mm each from the soffit 1220mm c/c with
ceiling angle 25 x10mm x 0.55mm thk fixed to soffit G.I. cleat & steel expansion fasteners.Ceiling

4 |section of 0.55mm thk having web of 51.5mm & flanges 26 mm each lips 10.5 mm fixed to 500 Sqft
intermediate channel with connecting clips & perpendicular to int channel @ 450mm c¢/c -
600mmc/c.12.5 mm tapered edge Plaster board ( IS 2095-1982 ) screw fixed to ceiling section
with 25mm dry wall screws @ 230 mm c/c. Boards to be joint & finished so as to have flush look
including filling finishing edges with jointing compound paper tape/cloth gauze & 2 coats of
primer suitable for plaster board. Rate to include cove to profile, cut-outs for light fixtures, spot
lights, smoke detectors, Pelmets, Vertical risers if shown in dwg. and all services cut outs as
required.,
TOILET UPGRADATIONS NEW FITTINGS AND FIXTURES
After removal of all fitting, fixtures and all over tiles malba shall be clear from site.
Locations/Positions shall be changes as per layout and core cuttings if any required
All new piping to be done with Cpve pipes of supreme/Astral brand.
Fitting and fixtures will be premium Kohler/Roca/Grohe brands as per selections shall be
installed.
A Decorative toughen glass partition in urinals area shall be provided
Decorative looking back lit mirror also installed as selection from Kohler or similar brand
For Wall Hung WC concealed flush tank provision to be made by providing tank with full MS

5 |stand and brick ledge wall we be installed there after.
Wall Hung WC-2 Nos
Urinals-05 Nos Sensor based/water less
Wash Basin-3 Nos
Basin Mixture-3 Nos
Health Faucet-2 Nos
Angle Valves-10
Waster Couplings-3 Nos
Bottle traps-3 Nos
Drain jallies-5 nos
PAINT WORK
Providing and applying two or more coats of Royal Shine emulsion paint of asian paint and
approved shade to give a smooth finish on existing plastered/paint surfaces over a coat of

6 approved primer including the cost of preparing the surfaces with filling materials (putty), along 500 Sqft
with sand pappering wherever required, scaffolding etc. complete.
Before the start of the work all tiles and carpentry work shall be covered by ploythene to avoid
stains and paint marks.
Please note paint sampling to be done on site before start of final paint coats.
ELECTRICIAL WORK
Providing and making of new points in false for lights and providing new switches in switch
board which includes new wiring of Havells/Polycab or similar brand.

7 Also making of new electrical points wherever required.

There shall be mix use of panel downlighters, COB lights and Magnetic Track lights.
Norsysis/L&T/Havells/Panasonic

MCB and MCCB will be L&T brand.

=




CARPENTRY MODULAR WORK

Providing and fixing of storage in modular furniture system which will be ready to installed
based only along with lockable system.

All plyboards and plywood will be in waterproof grade along with apporved 1mm merino
laminates

Hardware and fitting will be in soft close Hettice brand only.

300 Sqft

UPHOLSTRY SEATING SOFA WORK

Providing and Supplying of upholsered sofa seats in leatherite/fabric in dark grey/beige color
including high density foam with all material required to prepared.

DOORS

Providing and fixing of new water proof flush doors of butan tuff or similar brands with Imm
thick merino laminate of approved shade with new door loack and handles with SS 304 Stainless
steel hinges.

Also architrave all around to be added to match the door.

Doors :- 3 Nos

11

FEATURE WALL IN DRY AREA

Providing and making of feature wall in dry area where seating is coming with wall
panelling,wallpapper and mirror work.

Also some back lit profile light will be provided to enhance the asthetic of the wall.
All the ply shalll be in waterproof grade along with marine fevicol

Plyboards will be Century/Greenply or similar only.

300 Sqft

Total

Supervision Charge if any

GROSS TOTAL

GST Extra as licabl




CCFC_DRY AREA UPGRADATION WORKS'

Annexure-01
Sr.no | Work Descri Quantity Unit Rate Total Rate Remarks if any.
CIVIL WORKS
Scraping and removing of existing wall tiles and floor tiles including existing toilet fixtures and
fitiings.
Removal of existing wash basin granite counter is also incuded in the scope.
1 [Removal of Existing false ceiling including channels and electrical lights are also incuded in the 1500 Sqft
scope.
small repair works like brickwork and plastering is also included in the scope.
all the debris will be cleared from the site area to outside where ever dumping is allowed.
all the protecti d hall be done bv who will manage the site
FLOOR MARBLE STONE
Providing and laying premium italian vitrified fullbody fl iles in 6x4 feet sizes along with
3mm spacer all around with water absorption's less than 0.08% and conforming to IS : 15622
of approved make in all colours and shades, laid on 40mm thick cement mortar 1:4 (1 cement
5 |#coarse sand) or cemical achesive of g provided and | 35050t
removing making clean of tile protection layer of POP or 3mm sheet, grouting the joints with
‘matching pigments of epoxy etc., complete.
before installation of ties on site samples of the approved tiles shall be displayed on site for
final confirmation and thereafter full required material can be procured to start the
installation.
WALL TILES WORK WITH BASIC
Providing and fixing in with ption's less than
3 [008% and conforming 015 15622 ofapproved make nall cloursand shades xing with 2005at
20mm thick 1:4 (1cement: 4 \d laying and
removing making clean of tile protection layer of POP or 3mm sheet, grouting the joints with
white cement and matching pigments etc., complete.
FALSE CEILING
Providing and fixing Suspended False Ceiling which includes POP with required thickness.,
False Ceiling on 24 gauge G.I. frame work which includes. medmg & fixing G.I. perimeter
channels 0.5 mm thi b size 27mm
brick wallfpartiton with nylon sieeves & serews @ approx 20" el Suspending 6.
Y thk, flanges of from the soffit
1220mm c/c with ceiling angle 25 x10mm x 0.55mm th fixed to sofft G.. cleat & steel
4 | expansion fasteners.Ceiling section of 0.55mm thk having web of 51. Smm & flanges 26 mm 500 Saft
each lps 10.5 mm fixed to int
channel @ 450mm c/c - 600mmc/c.12.5 mm tapered edge Plaster board (IS 2095-1982 ) screw
fixed to ceiling section with 25mm dry wall screws @ 230 mm c/c. Boards to be joint & finished
50.asto have flush look e edgeswwth
tape/cloth gauze & 2 coats. to profile,
cutoutsfor gh xures ot Ighs, smoke detetors, Pemets, Vertclisers f shown n
and all services cut outs as required.
ToILET FITTINGS AND FIXTURES
After removal of all fitting, fixtures and all over tiles malba shall be clear from site.
layout gs if any required
All new piping to be done with Cpvc pipes of supreme/Astral brand.
Fitting and fixtures will be premium Kohler/Roca/Grohe brands as per selections shall be
installed.
A Decorative toughen glass partition in urinals area shall be provided
Decorative looking back lit mirror also installed as selection from Kohler or similar brand
For Wall Hung WC concealed flush tank provision to be made by providing tank with full MS
5 |stand and brick ledge wall we be installed there after.
Wall Hung WC-2 Nos
Urinals-05 Nos Sensor based/water less
Wash Basin-3 Nos.
Basin Mixture-3 Nos
Health Faucet-2 Nos
Angle Valves-10
Waster Couplings-3 Nos
Bottle traps-3 Nos
Drain jallies-5 nos
PAINT WORK
Providing and applying two or more coats of Royal Shine emulsion paint of asian paint and
approved shade to give a smooth finish on existing plastered/paint surfaces over a coat of
6 approved primer including the cost of preparing the surfaces with filling materials (putty), 500 Sqft.
along with sand pappering wherever required, scaffolding etc. complete.
Before the start of the work all til shall be covered by pl avoid
stains and paint marks
Please note paint sampling to be done on site before start of final paint coats.
ELECTRICIAL WORK
Providing and making of new points i false for lights and providing new switches in switch
board which includes new wiring of Havells/Polycab or similar brand.
7 [ qui
There shall be mix use of panel downlighters, COB lights and Magnetic Track lights.
Norsysis/L&T/Havels/Panasonic
MCB and MCCB will be L&T brand.
CARPENTRY MODULAR WORK
& and fixing of storage in which willbe ready to installed
8 based only along with lockable system. 300 sqft
Al plyboards and plywood will be in waterproof grade along with apporved 1mm merino
laminates
Hardware and fitting will be in soft close Hettice brand only.
'UPHOLSTRY SEATING SOFA WORK
9 Providing and Supplying of upt in
density foam with all prepared.
DOORS
Providing and fixing of new water proof flush doors of butan tuff or similar brands with 1mm
10 thick merino laminate of approved shade with new door loack and handles with SS 304
Stainless steel hinges.
Also architrave all around to be added to match the door.
oors - 3
FEATURE WALL IN DRY AREA
Providing and making of feature wall in dry area where seating is coming with wall
41 [panellingwallpapper and mirror work 2005t
Also some back lit profile light will be provided to enhance the asthetic of the wall.
ply shalllbe: o
Plyboards will be Century/Greenply or similar only.
Total| 0
Supervision Charge if any
GROSS TOTAL| ]
GSTExtra
CCFC PLAYERS CHANGING AREAS, WET & DRY AREA UPGRADATION WORKS
Annexure 02
Sr.no | Work Descrivition Quantity | Unit Rate Total Rate | Remarks if any
QVILWORKS
Scraping and removing of existing wall tiles and floor tiles including existing toilet fixtures and
fitiings.
Removal of existing wash basin granite counter is also incuded in the scope.
4 |Removal of Existing false ceiing including channels and electricallights are also incuded in the 45005aft
scope.
small repair works like brickwork and plastering is also included in the scope.
all the debris will be deared from the site area to outside where ever dumping is allowed.
allthe hall be done by will manage
work.
FLOOR TILES WORK PLAYER CHANGING AREA
Providing and laying premium italian vitrified fullbody floor tiles in 6x4 feet sizes along with
3mm spacer all around with water absorption's less than 0.08% and conforming to 15 : 15622
of approved make e d shades, |: thick. 1:4 (1 cement
4 coarse sand) or I adhe of provided
2 | removing making clean of ile protection layer of POP or 3mim sheet, grouting the joints with 1200 Saft
‘matching pigments of epoxy etc., complete.
before installation of tiles on site samples of the approved tiles shall be displayed on site for
final confirmation and thereafter full required material can be procured to start the
installation.
PLAYER CHANGING AREA
WALL TILES WORK BASIC
Providing and ‘with water absorption' than
3 |008%and conforming to 15 : 15622 of speroved ke il colours and shades g it 15005aft
20mm thick r.smsm mortar 1:4 (1 cement : 4 coarse sand) including provided and laying and
E clean al tile protection \ayeral POP or 3mm sheet, grouting the joints with
PLAYER CHANGING AREA
WALL TILES WORK
Providing and fixing tiles in with ption's less than
4 |0.08%and conforming to 15 : 15622 of approved make in allcolours and shades, fxing with ss05qft
20mm thick cement mortar 1:4 (1 cement : 4 coarse sand) including provided and laying and
removing making clean of tile protection layer of POP or 3mm sheet, grouting the joints with
white cement and matching pigments etc., complete.
FLOOR TILES WORK WET AREA
Providing and vitrified 6x4 feet
3mm spacer all around with water absorption's less than 0.08% and conforming to 5115622
of approved make in all colours and shades, laid on 40mm thick cement mortar 1:4 (1 cement
4 coarse sand) or I adhe vided
5 | removing making clean of tile protection \ayer of POP or 3mm sheez grnulmg the joints with 500 Saft
‘matching pigments of epoxy etc., complet
before installation of tiles on site samples 00 the approved tiles shall be displayed on site for
final confirmation and thereafter full required material can be procured to start the.
installation.




WET AREA
WALL TILES WORK

Providing and fixing vitrified/ceramic tles in different sizes with water absorption's less than
0.08% and conforming to 15 : 15622 of approved make in all colours and shades, fixing with

© | Jomm thick cement mortar 1:4 (1 cement ;4 coarse sand) ncluding provided and laying and 1000 saft
removing making clean of tile protection layer of POP or 3mm sheet, grouting the joints with
et
FLOOR TILES WORK DRY AREA
Providing and | loor with ption's less
than 0.08% and conforming to15 : 15622 of approved make inall colours and shades, laid on
7 | 40mm thick cement mortar 1:4 (L cement : 4 coarse sand) including provided and laying and 275 Saft
removing making clean of tile protection layer of POP or 3mr sheet, grouting the joints with
white cement and matching pigments etc., complete.
DRY AREA
WALLTILES WORK
Providing and fixing in with ption'sless than
& |0.08%and conforming 015 : 15622 of approved make n all colours and shades, ixing with sso0satt
20mm thick cement mortar 1:4 (1 cement : 4 coarse sand) including provided and laying and
removing making clean of tile protection layer of POP or 3mr sheet, grouting the joints with
white cement and matching pigments etc., complete.
FALSE CEILING IN ENTIRE BLOCK
Providing and fixing Suspended False Ceiing which includes POP with required thickness.,
False Ceiing on 24 gauge G..frame work which includes Providing. & fixing Gl perimeter
channels 0.55 mmthk b size 27mm e
brick wall/partition with nylon sleeves & screws @ approx 20" c/c. Suspending G..
i ,0.9 mm thi, flanges of fromthe sofft
1220mm c/c with celling angle 25 x10mm x 0.55mm th ixed to soffit G cleat & steel
9 | expansion fastenersCelling section of 0.55mm thk having web of 51.5mm & flanges 26 mm 25005aft
each lips 10.5 mim fixed to &
channel @ 450mm c/c - 600mmc/c.12.5 mm tapered edge Plaster board (IS 2095-1982 ) screw
fixed to ceiling section with 25mm cry wall screws @ 230 mm c/c. Boards to be joint & finished
503sto have flush look e edges with
tape/cloth gauze & 2 coats of p o toprofil,
cut-outs forlight fixtures, spot ights, smoke detectors, Pelmets, Vertical isers if shown in dwe;
and all services cut outs 3 required.
TolLET FITTINGS AND FIXTURES
After removal of al itingfixtures and all over tles malba shall be clear from site
s if any required
Al new piping to be done with Cvc pipes of supreme/Astral brand
Fitting and fistures will be premium Kohler/Roca/Grohe brands as per selections shall be
installed
ADecorative toughen glass partition in urinals area shallbe provided
Decorative looking back It mirror also installed as selection from Kohler or similar brand
For Wall Hung WC concealed flush tank provision to be made by providing tank with full MS
10 |stand and brick edge wall we be installed there after
Wall Hung WC-3 Nos.
Urinals-06 Nos Sensor based/water less
Wash Basin-3 Nos
Basin Mixture-3 Nos
Health Faucet-3 Nos
Angle Valves-30
Waster Couplings-3 Nos
Bottle traps-3 Nos
Orain allies-15 nos
SHOWER CUBICLE WORKS
Providing and fixing of new shower cubicles with allrequired patch fitting and hardware
11 |including minimum 10mm Thick toughenn glass in frosted 500Saft
AIISS hardware sshall be in 304 Grade antirust
No
STEAM ROOM
; " . of
covering all around with mosiac tile with complete.
12 |ge to under plete sp
Allthe shop drawing to be provided by the vendor to the client before the start of the work.
approval of the steam room egipment to be taken from the client as per the required
paramenters
PAINT ROYAL EMULSION
PAINT WORK
Providing and applying two or more coats of Royal Shine emulsion paint of asian paint and
approved shade to th finish on existing acoatof
13 |approved p & the cost of preparing the surfaces with filing (puty), 1500 Saft
along with sand pappering wherever required, scaffolding etc. complete.
Before the start of the work al tles and carpentry work shall be covered by ploythene to avoid
stains and paint marks
Please note paint sampling to be done on site before start of final paint coats.
ELECTRICIAL WORKS
Providing and making of new points in false for ights and providing new switches in switch
board which includes new wiring of Havells/Polycab or similar brand.
14| Also making of new electricalpoints wherever required
There shall be mix use of panel downlighters, COB lights and Magnetic Track lights.
Norsysis/L&T/Havels/Panasonic
MCB and MCCB willbe LT brand.
CARPENTRY MODULAR WORK
Providing and fixing of storage in modular furniture system which will be ready to nstalled
15 |based only along with lockable systern
Alplyboards and plywood will be in waterproof grade along with apporved Imm merino
laminates
Hardware and fitting willbe in soft close Hettice brand only.
UPHOLSTRY SEATING WORK
16 |Providing and suppiying of in
including high density foam with all materia required to prepared.
DOORS
17 |Providingand fxng of new flush doors with new handles and hardware

Also architrave all around to be added to match the door.
Doors :- 9 Nos

Total|

Supervision Charge if any

GROSS TOTAL

GST Extra




FINANCIAL BID (Main Changing Rooms)

Name & address of the bidder:

Annexure - A

Particulars of Work

Price quoted as
per BOQ (Rs.)

Rate for Dry Area (As per BOQ Annex I) excluding GST

Rate for Wet Area (As per BOQ Annex Il) excluding GST

Payment terms / break up percentage with schedule

Schedule:

Time Period for completion of Dry Area

Time period for completion of Wet Area

(Schedule for the payment terms if required can be mentioned in a different page duly signed and

sealed)

Few names of the important clients:

vk wnN e

Name of the Bidding Agency (Company)

Name of the Signatory/Authorized Representative

Date:

Seal of the Agency:




Annexure - B

1. Name of the Agency:

2. Registered Office Address:

3. Kolkata Office Address:

4. Name of the Director / Proprietor:

5. Mobile Number:

6. Email:

7. Name of the authorized Representative:

8. Mobile Number:

9. GST/IGST Number:

10. PAN Number:

11. Name of the Bank and Branch details:

12. Bank A/c Number:

13. IFSC Code:

Signature with Seal of the Bidder

Date:
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CCFC Changing rooms and toilets
3d Views
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